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Clark Avenue’s existing conditions from W. 65th Street to W. 46th Street (section 1 of 4 shown here).

existing conditions

The existing conditions map on the following four pages summarizes many of the observations noted earlier in this chapter.
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existing conditions

Clark Avenue’s existing conditions from W. 46th Street to W. 34th Street (section 2 of 4 shown here).
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existing conditions

Clark Avenue’s existing conditions from W. 34th Street to W. 16th Street (section 3 of 4 shown here).
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Clark Avenue’s existing conditions from W. 16th Street to Quigley (section 4 of 4 shown here).

existing conditions
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The existing roadway configurationss are shown in images above and Exhibit be-
low.  Extraneous drive aprons and curb cuts are shown in the images above.

EXISTING CONDITIONS 
As part of the Clark Avenue Corridor Plan, traffic 
operations were evaluated along the corridor 
from West 65th Street east to Quigley Road.  
The purpose of evaluating and documenting 
existing traffic operations is to develop a clear 
understanding of how the corridor is currently 
functioning for all forms of transportation 
(automotive, transit, bicycle, and pedestrian,) and 
to provide a baseline for future alternatives to be 
compared against. 

Roadway Configuration
Generally throughout the study area, Clark 
Avenue operates as two lanes in each direction 
with dedicated left turn lanes at some of the major 
intersections.  Although the only existing pavement 
markings provided to motorists along most of the 
corridor is a center line, as seen in the image to 
the right, the corridor is operating as two lanes 
in each direction.  No lane lines are provided to 
clearly indicate the number of functional lanes, so 
the roadway functions in a disorganized manner.  
This lane configuration is typical of many City of 
Cleveland streets that have not recently been 
rehabilitated.  The lack of existing pavement 
markings can create confusion along the corridor, 
as some motorists may use the road as a single 
lane, while other motorists may use it as two lanes.  
When using the corridor as two lanes, passing 
may be difficult, as the overall width of the road is 
insufficient to accommodate four standard travel 
lanes. In addition to the unclear lane use along the 
corridor, there also is sporadic on-street parking.

Access
A main goal of this study is to develop 
recommendations that balance the needs of all 
users of the Clark Avenue corridor, and provide 
the appropriate amount of access to businesses 
and residents along the corridor.  As business 
and property ownership has changed during 
the history of the corridor, so have the required 
access points.  Many of the businesses have an 
abundance of drive access that is not required to 
support their establishment.  As seen in the photo 
to the right, some businesses have drive aprons 
that are not currently being used and will not likely 
be used in the foreseeable future.  In addition to 
excess access drives for existing businesses, 
several vacant parcels along the corridor also 
have multiple access points that are not needed.   

chapter 3: traffic analysis
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